




Hattersley DZR Ball Valves 03

Ball is DZR brass chrome plated,
designed for a long life.
Temperature range is -10 to 120˚C.
Ball is full bore.

5

Quarter turn operation provides
positive isolation in conjunction
with PTFE, WRAS approved seats
and stem seals.

7
Hattersley pipe
threads meet full
gauge length.

6

4

Multiple operating handle
options (Clockwise from top
right), quarter turn lever,
extended stem lever,
"T" handle & lockshield.

8

Improved installation instructions
To aid installation there are new installation tags which are

water and tear resistant. They show the correct way of

installing threaded or compression valves.

THE CUTAWAY SHOWN IS THE

THREADED VERSION (FIG 100)

Threaded tag used as example.

Primary metal to metal seal.



Size Weight Weight L L1 L2 H H
(g) (g) (mm) (mm) (mm) (mm) (mm)

100 100EXT 100 100 100 100EXT

1/4” 152 - 46 12 89 41 -

3/8” 136 - 46 12 89 41 -

1/2” 205 270 58.5 15.5 98.5 48 103

3/4” 302 366 67 17 98.5 51 107

1” 511 589 80.5 21 125 62 116

1 1/4” 890 1009 94 23 140 77.5 129

1 1/2” 1292 1410 102 23 140 83 135

2” 2238 2283 124 26.5 165 95.5 150

100 100EXT Extended Stem

Hattersley DZR Ball Valves

MATERIALS
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Pressure Rating: PN25 • UK End Connection: BS EN 10226-2: 2005 formerly BS21 Taper • US End Connection: ANSI B1.20.1: 1983

Operator: Lever • Specification: Quarter Turn | PTFE seats and stem seal | WRAS listed.

Name Material Quantity

Hex-Nut Steel Plated 1

Lever Steel Dacromet Plated 1

Sleeve Green PVC 1

Packing Nut Brass CW617N 1

Packing Gland PTFE WRAS Approved 1

Body DZR Brass CW602N 1

Seats PTFE WRAS Approved 2

Ball DZR Brass CW602N Chrome Plated 1

O-Ring Rubber EPDM WRAS Approved 1

Bonnet DZR Brass CW602N 1

Stem DZR Brass CW602N 1

Extension Stem Outer Aluminium 1

Extension Stem Inner Steel Plated 1
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DIMENSIONS AND WEIGHTS DIMENSIONAL DRAWING

PN25 | Threaded DZR Ball Valve

100

100EXT

PRESSURE / TEMPERATURE RATINGS THREADED

Intermediate pressure ratings shall be determined by interpolation

Temperature˚C -10-100 120

Pressure (bar) 25 21.8

All dimensions are nominal.
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Pressure Rating: PN25 • UK End Connection: BS EN 10226-2: 2005 formerly BS21 Taper • US End Connection: ANSI B1.20.1:1983

Operator: T-Handle/Spanner/Socket • Specification: Quarter Turn | PTFE seats and stem seal | WRAS listed.

MATERIALS

Name Material Quantity

Hex-Nut Steel Plated 1

T-Handle Aluminium AL-46100 Green 1

Packing Nut Brass CW617N 1

Packing Gland PTFE WRAS Approved 1

Body DZR Brass CW602N 1

Seats PTFE WRAS Approved 2

Ball DZR Brass CW602N Chrome Plated 1

O-Ring Rubber EPDM WRAS Approved 1

Bonnet DZR Brass CW602N 1

Stem DZR Brass CW602N 1

Lockshield Brass CW617N 1

Lockshield Cover Polypropelene Green 1

Size Weight Weight L L1 L2 H H
(g) (g) (mm) (mm) (mm) (mm) (mm)

100T 100LS 100T 100T 100LS

1/2” 183 207 59 15.5 50 40 42

3/4” 277 302 67 17 50 43 45

1” 470 506 80.5 21 55 54 58

1 1/4” 809 867 94 23 82 61 67

1 1/2” 1210 1269 102 23 82 67 73.5

2” 2106 2166 124 26.5 110 80.5 86.5

DIMENSIONS AND WEIGHTS

100T T-Handle 100LS Lockshield

100T
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PN25 | Threaded DZR Ball Valve

100LS

PRESSURE / TEMPERATURE RATINGS THREADED

Intermediate pressure ratings shall be determined by interpolation

Temperature˚C -10-100 120

Pressure (bar) 25 21.8

DIMENSIONAL DRAWING

All dimensions are nominal.
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100C 100CEXT Extended Stem

Hattersley DZR Ball Valves

PRESSURE / TEMPERATURE
RATINGS COMPRESSION

06

Pressure Rating: PN16 • UK End Connection: Compression Ends to BS EN 1254-2: 1998 • Operator: Lever

Specification: Quarter Turn | PTFE seats and stem seal | WRAS listed.

Intermediate pressure ratings shall be determined by interpolation

Temperature˚C -10-30 40 50 65 80 90 100 110 120

Pressure (bar) 16 14.3 12.6 10 8.7 7.8 6.9 6 5

Size Weight Weight L L2 H H
(g) (g) (mm) (mm) (mm) (mm)

C CEXT C C C CEXT

15mm 212 275 66.5 98.5 47 103

22mm 368 429 80 98.5 51 107

28mm 608 682 92.5 125 62 116

35mm 1007 1125 104.5 140 77.5 129

42mm 1549 1667 122 140 83 135

54mm 2538 2683 141 165 97.5 150

DIMENSIONS AND WEIGHTS DIMENSIONAL DRAWING

PN16 | Compression Ended DZR Ball Valve

100C

100CEXT

MATERIALS

Name Material Quantity

Hex-Nut Steel Plated 1

Lever Steel Dacromet Plated 1

Handle Sleeve Green PVC 1

Packing Nut Brass CW617N 1

Packing Gland PTFE WRAS Approved 1

Body DZR Brass CW602N 1

Seats PTFE WRAS Approved 2

Ball DZR Brass CW602N Chrome Plated 1

Bonnet DZR Brass CW602N 1

Compression Olive Brass CW507L 2

Compression Nut DZR Brass CW602N 2

Stem DZR Brass CW602N 1

Extension Stem Outer Aluminium 1

Extension Stem Inner Steel Plated 1

All dimensions are nominal.
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Pressure Rating: PN16 • UK End Connection: Compression Ends to BS EN 1254-2: 1998 • Operator: T-Handle/Spanner/Socket

Specification: Quarter Turn | PTFE seats and stem seal | WRAS listed.

100CT T-Handle 100CLS Lockshield

100CT

Size Weight Weight L L2 H H
(g) (g) (mm) (mm) (mm) (mm)

CT CLS CT CLS

15mm 187 220 66.5 50 40 42

22mm 343 376 80 50 43 45

28mm 567 614 92.5 55 54 59.5

35mm 977 1039 104.5 82 61 67

42mm 1487 1549 122 82 67 73.5

54mm 2634 2437 141 110 80.5 86.5

DIMENSIONS AND WEIGHTS DIMENSIONAL DRAWING
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PN16 | Compression Ended DZR Ball Valve

100CLS

MATERIALS

Name Material Quantity

Hex-Nut Steel Plated 1

T-Handle Aluminium AL-46100 Green 1

Packing Nut Brass CW617N 1

Packing Gland PTFE WRAS Approved 1

Body DZR Brass CW602N 1

Seats PTFE WRAS Approved 2

Ball DZR Brass CW602N Chrome Plated 1

Bonnet DZR Brass CW602N 1

Compression Olive Brass CW507L 2

Compression Nut DZR Brass CW602N 2

Stem DZR Brass CW602N 1

Lockshield Brass CW617N 1

Lockshield Cover Polypropelene Green 1

PRESSURE / TEMPERATURE
RATINGS COMPRESSION

Intermediate pressure ratings shall be determined by interpolation

Temperature˚C -10-30 40 50 65 80 90 100 110 120

Pressure (bar) 16 14.3 12.6 10 8.7 7.8 6.9 6 5
All dimensions are nominal.
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Pressure Rating: PN25 • UK End Connection: BS EN 10226-2: 2005 formerly BS21 Taper • US End Connection ANSI B1.20.1: 1983

Operator: Lever • Specification: Quarter Turn | PTFE seats and stem seal | Tested by GL Industrial Services and complies with the

essential requirements of BS EN 331: 1998

PN25 | Threaded DZR Ball Valve

Size Weight L L1 L2 H
(g) (mm) (mm) (mm) (mm)

1/4” 152 46 12 89 41

3/8” 136 46 12 89 41

1/2” 205 59 15.5 98.5 48

3/4” 302 67 17 98.5 51

1” 511 80.5 21 125 63

1 1/4” 890 94 23 140 78

1 1/2” 1292 102 23 140 83.5

2” 2238 124 26.5 165 97.5

100 YL Gas Ball Valve

MATERIALS

Name Material Quantity

Hex-Nut Dacromet Plated Steel 1

Handle Sleeve PVC Yellow 1

Handle Dacromet Plated Steel 1

Packing Nut Brass CW617N 1

Packing Gland PTFE 1

Body DZR Brass CW602N 1

Ball DZR Brass CW602N 1

Seats PTFE 2

O-Ring NBR with BS EN549 approval 1

Bonnet DZR Brass CW602N 1

Stem DZR Brass CW602N 1

DIMENSIONS AND WEIGHTS DIMENSIONAL DRAWING

100-YL

Intermediate pressure ratings shall be determined by interpolation

Temperature˚C -10 to 100 110

Pressure (bar) 25 23.5

Temperature˚C -20 to 60

Pressure (bar) 5
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PRESSURE / TEMPERATURE RATINGS THREADED

NON GAS APPLICATION GAS APPLICATION

All dimensions are nominal.
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Hattersley DZR Ball Valves 09

Pressure Rating: PN16 • UK End Connection: Compression Ends to BS EN 1254-2: 1998 • Operator: Lever

Specification: Quarter Turn | PTFE seats and stem seal | Tested by GL Industrial Services and complies with the essential

requirements of BS EN 331: 1998

PN16 | Compression DZR Ball Valve

Size Weight L L2 H
(g) (mm) (mm) (mm)

15mm 212 66.5 98.5 47

22mm 368 80 98.5 51

28mm 608 92.5 125 63

35mm 1007 104.5 140 78

42mm 1545 122 140 83.5

54mm 2538 141 165 97.5

100 CYL Gas Ball Valve

MATERIALS

Name Material Quantity

Handle Sleeve PVC Yellow 1

Hex-Nut Dacromet Plated Steel 1

Handle Dacromet Plated Steel 1

Packing Nut Brass CW617N 1

Packing Gland PTFE 1

Body DZR Brass CW602N 1

Seats PTFE 2

Ball CW602N 1

O-Ring NBR with BS EN549 approval 1

Bonnet DZR Brass CW602N 1

Sleeve CW507L 1

Sleeve Nut CW602N 1

Stem DZR Brass CW602N 1

DIMENSIONS AND WEIGHTS DIMENSIONAL DRAWING

100-CYL

Intermediate pressure ratings shall be determined by interpolation

All dimensions are nominal.
Temperature˚C -10 to 30 110

Pressure (bar) 16 5

Temperature˚C -10 to 60

Pressure (bar) 5

PRESSURE / TEMPERATURE RATINGS COMPRESSION

NON GAS APPLICATION GAS APPLICATION



DELTA ROAD, ST HELENS, WA9 2ED

HOME SALES: +44 (0)1744 458670
EXPORT SALES: +44 (0)1744 458671
TECHNICAL HELPLINE: 0845 604 1790
FAX: +44 (0)1744 26912
EMAIL: uksales@hattersley.com
EMAIL: export@hattersley.com

www.hattersley.com

• The Fig. 100 and 100C ranges are WRAS approved
for use on potable water

• The Fig. 100YL and 100CYL have been tested
by GL Industrial Services and comply with the essential
requirements of BS EN 331: 1998

• Designed and manufactured under quality management
systems in accordance with BS EN ISO 9001: 2008

www.cranebsu.com
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The Company reserve the right to amend any product without notice.

www.flowoffluids.com




